
 
1188.1
46.78  

 
63

.5
2.

50
 

 
10

66
.8

42
.0

0
 

11
17

.6
44

.0
0

M
O

U
N

TI
N

G
 H

O
LE

S

 
11

68
.4

46
.0

0
 

1482.7
58.38

MOUNTING HOLES

 
1524.0
60.00  

 
20.6
.81  

 
25

.4
1.

00
 

 
577.9
22.75  

12.7
.50

3

11

15

TP01-1

TP01-3

NOTE 5

TP01-2

NOTE 5

 
96

.4
3.

80
 

35
6.

1
14

.0
2

AP
PR

O
X.

 
96

.4
3.

80
 

17 18
17

TP01-4

TP01-3
TP01-2TP01-1

NOTES:
ALL PIPING - PVC, SCH. 801.
ALL FITTINGS - PVC, SCH. 80, SW, VITON OR EPDM O-RINGS2.
ALL DIMENSIONS IN INCHES - +/-0.25" (6.35MM)3.
APPROX. SYSTEM WEIGHT - 100 LBS (46 KG)4.
CAL. COLUMN VENT TO BE ROUTED BACK TO TANK IN 5.
FIELD BY OTHERS
MOUNTING BRACKETS NOT SHOWN FOR CLARITY6.
BRACKET ASSEMBLY CONSISTS OF 1" SQ. PVC ROD AND 
PIPE SUPPORT KIT, POLYPROPYLENE CLAMP

ADDITIONAL OPTIONS:

1)   10 CUIN PULSATION DAMPENER WITH ISOLATION VALVE AND SHIP LOOSE CHARGE KIT
2)   LOCAL CONTROL PANEL FOR TWO-PUMP OPERATION
3)   SYSTEM AVAILABLE IN OTHER MATERIALS - 

-   CPVC
-   PVC (VENTED BALL VALVES)
-   CPVC (VENTED BALL VALVES)
-   PVDF
-   SS

TP01-4

TERMINATION POINTS

TP SERVICE CONNECTION

TP01-1 SYSTEM INLET 1/2" F-NPT

TP01-2 SYSTEM OUTLET 1/2" F-NPT

TP01-3 CAL. COLUMN VENT 1/2" F-NPT

TP01-4 CAL. COLUMN VENT 1/2" F-NPT
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ITEM NO. DESCRIPTION QTY.

1 CALIBRATION COLUMN, 500 ML (0 - 8.0 GPH), 3/4" F-NPT, WHITE LETTERING, PVC, EQS 2

3 EQS EZ DOSE STANDARD SIMPLEX JB, 12" X 10" X 6", FRP, NEMA 4X, HOFFMAN 1

4 FEMALE ADAPTER, 1/2" SW/THD, PVC, SCH80 2

5 FEMALE CONNECTOR, 1/2" TUBE X 1/2" F-NPT, PVDF, JACO 1

6 FEMALE ELBOW, 1/2" TUBE X 1/2" F-NPT, PVDF, JACO 3

10 PLUG, 1/2" THD, PVC, SCH.80 4

11 POWER OUTLET, 110 VAC, SINGLE GANG, 2 OUTLETS, GFCI 1

12 PRESSURE GAUGE, 2.5" DIAL, 0-160 PSIG, LOWER MOUNT, GLYCERIN FILLED, KODIAK, MOUNTED ON PVC/TEFLON DIAPHRAGM SEAL, PLASTOMATIC 2

13 PUMP, PULSAFEEDER NEXTSTEP (13.2GPH @ 58PSI) PVDF PUMP HEAD & FITTINGS, EPDM SEATS & O-RINGS 2

15 SHEET, 54" X 42" X 1/2", BLACK HIGH DENSITY POLYETHYLENE - MATTE FINISH - "SEABOARD" 1

17 SINGLE STRUT, HEAVY DUTY 1-5/8", POLYESTER FRP, GRAY, 46" LONG, AICKINSTRUT 2

18 SINGLE STRUT, HEAVY DUTY 1-5/8", POLYESTER FRP, GRAY, 50.75" LONG, AICKINSTRUT 2

20 STRAINER "Y", 1/2" SW, PVC, SCH.80, VITON O-RING, 1/32" PERF SCREEN, HAYWARD 1

23 UNION, 1/2" SW, PVC, SCH.80, EPDM O-RING 1

25 VALVE BALL, 1/2" SW, VITON O-RINGS, TRUE UNION, PVC, TYPE 21, ASAHI 16

26 VALVE, BACK PRESSURE, 1/2" F-NPT, PVC BODY, VITON DIAPHRAGM, 10-150 PSI, M-SERIES, GRIFFCO 2

27 VALVE, PRESSURE RELIEF, 1/2" F-NPT, PVC BODY, PTFE / EPDM DIAPHRAGM, 10-150 PSI, M-SERIES, 2 PORT, GRIFFCO 2
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10 CUIN PULSATION DAMPENER WITH ISOLATION
VALVE AND SHIP LOOSE CHARGE KIT

ADDITIONAL OPTIONS:
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