


lsochem
For Economical Leak-Free Service

Driven Magnet Containment Can

Engineered For Environmental Safety.
Pulsafeeder's lsochem pumps safely handle hazardous,
highly corrosive, explosive or toxic chemicals. They pro-
vide safe, leak-free service because the magnetic coupling
eliminates the need for traditional sealing methods, such
as mechanical seals or packing, the main source of leak-
age problems on pumps. As a result, downtime and main-
tenance costs are greatly reduced. And there are no worn
seals to replace.

lsochem pumps are offered in two different designs, cen-
trifugal and positive displacement gear type, providing
extensive capabil it ies. The CM Series of centrifugal
pumps is available as single-or multi-stage units (up to five
stages). Our GMC Series gear pumps are ideal for use
when you encounter viscosity or suction l ift applications.
They are available in 316 stainless steel Alloy 20 and Alloy
C construction for maximum chemical resistance.

Advanced Magnetic Technology.
State-of-the-art magnetic technology provides a safe and
reliable pump for difficult applications. The drive magnel
assembly is fixed to the motor shaft. The driven magnet
assembly is attached to the pump shaft and rotates when
the drive magnet rotates as a result of magnetic force. The
high torque capability of the neodymium iron and rare earth
samarium cobalt permanent magnets alleviates the pos-
sibil i ty of coupling slippage. The 316 SS and Alloy C Can
separates the magnetic assemblies and contains the liquid.

COUPLING DESIGN PRINCIPLE

lsochem Offers Many Benefits.
. Minimizes exposure of your personnel to

hazardous chemicals.
. Eliminates contacting seal faces which are

prone to wear and leakage.
. Provides superior corrosion resistance and

minimizes heating (due to eddy-current effect)
by uti l izing an Alloy C Containment Can.

. Eliminates costly seal f lush systems required
on all pumps with double mechanical seals.

. Reduces downtime and maintenance costs
through extended service intervals.

.  El iminates al ignment problems inherent
in direct-coupled units.

Applications.
lsochem Series pumps offer two principal
designs to handle a broad range of applications
over wide temperature, viscosity and pressure
variations. They are ideal for vacuum service
and transfer of expensive, hazardous and/or
corrosive chemicals over the entire pH range.
Seal-less features make them perfect for env-
ironments subject to federal regulations.

Driven Magnet Containment Can Drive Magnet



I 50 lb. Al{Sl ralsed-faca
flanges optional.
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Our unique forced product circulation system lubricates our bearings and provides cooling to alleviate
heat rise induced by magnetic eddy-current in the containment can.

lsochem Gentrifugal Pumps.
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Alloy C Containment Can minimizes
heat rise, reeists corrosion.
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Available in 316 stainless
steel, Alloy 20 and Alloy G.
The lsochem centrifugal pump
was designed with the user in
mind. The features found in the
CMC and CMH Series provide the
user with a safe, leak-free installa-
tion and long operating l ife.

As i l lustrated, lsochem centrifu-
gals are designed with the
highest quality materials. This
helps insure maximum oper-
ating l ife under the most
demanding process conditions.
For example, our advanced
bearing design supporting the
magnetic assembly uti l izes
sil icon carbide, providing superior
wear and corrosion resistance
assuring longer l ife.

High Efficiency.
Hydraul ic eff iciency has been
raised to a level unmatched in
pumps of this size. Precision
cast closed impellers and hous-
ings reduce f low resistance to
a min imum, resu l t ing in  lower
horse-power requi rements.

Operating Lirnits.
lsochem standard centrifugal
pumps are rated at temperatures
up to 450'F, and viscosities up to
100 centipoises. For extended
application ranges consult your
local representative.
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The graphs on the following pages depict the performance ranges of our single-stage or multi-stage pumps based on clean
water at 60'F with flooded suction and 3450 r.p.m.motor operating speeds.
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Model Alloy

cMcl 316SS,
Alloys 20 & C

cMHl 31655,
Alloys 20 & C
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Inlet

L "
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tTz '
FNPT

Best Eff.
Point (BEP)

30 GPM
at 58 ft.

51 GPM
at 78 ft.

Max.
Flow (GPM)

54

94

Shut-off
Head (FT)

72

93

All dimensions in inches

6 5 0

All dimensions in inches

Motor dimensions may vary by manufacturer Consult manufacturer's drawing for specifics

Gcneral specificotiong
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HP Speed
Range (RPM)

3/q to tr/z 3450
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5O lbs.

7O lbs.
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Model Alloy

cMH2 316SS.
Alloys 20 & C

cMH3 31655,
Alloys 20 & C

Outlet

l "
FNPT

t,,
FNPT

Best Eff.
Point (BEP)

51  GPM
at 132 ft .

51  GPM
at 178 ft .

Max.
Flow (GPM)

94

94

Shut-off
Head (FT)

165

235

HP
Range

3 t o 5

3 to 7r/z

Speed
(RPM)

3450

3450

Weight
(Pump & Adaptor)

79 lbs .

88 lbs .
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cMHs 316SS.
Alloys 20 & C

/ . 0  5 0  6 0  7 0  6 0  9 0  1 0 0
F L O W  ( G P H )

F
I

o

U
I

120

1 1 0

1 0 0

9 0

8 0

7 0
q
E

6 0  u
F
u:

5 0 *
O

4 0 y

3 0

2 0

1 0

0

4 0 0

360

320

2 E O

2 t O

2 0 0

1 6 0

120

6 0

t,o

0

1 Z O

1 1 0

1 0 0

9 0

8 0
q̂
t
U

7 0  F
u:

6 o  o
u

5 0 r

/.0

3 0

2 0

'10

0
4 0  5 0  6 0  7 0  8 0  9 0  1 0 0

F L O W  ( 6 P M )

E 5 0
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Motor dimensions may vary by manufacturer Consult manufacturer's drawing for specifics
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FNPT

Best Eff.
Point (BEP)

51 GPM
at225tt.

51 GPM
at273tt.

Max.
Flow (GPM)

94

94

Shut-off
Head (FT)

297

365

HP
Range

3 t o 1 O

5 t o 1 0

Speed
(RPM)

3450

3450

Weight
(Pump & Adaptor)

1O7 lbs .

116 ]bs.
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How To Select The Right Pump. 

All lsochem pump identification plates include the basic model 
number. These numbers fully describe the pump specifications 
necessary for the future identification of your pump, and the 
replacement of parts or equipment, as needed. 

Look at the sample model number (below) to see what information 
these numbers contain. 

Note: Be sure to provide complete nameplate data when you order 
Spare parts or replacement pump-motor assemblies. 

Position No. 1 2 3 4 

Model No. 

5 6 7 8 9 10 1112 

Options 

Motor 

Outlet port 

Inlet port 

.__ _______ Non-variable-magnetic coupling 

'-------- -- ------ Impeller diameter 

'----------------- Pump material 

.__ ___ _ _ _ ___ _ _ __ Pumpstage 

.__ ______________ Model 

'-------- - - --- - ---- Centrifugal Magnetic drive 

Pump identification 
number selection table 

Position No. 1 & 2 CM = Centrifugal Magnetic drive 

Position No. 3 Model Standard Impeller Diameter 
C 3.88" 
H 4.56" 

Position No. 4 Pump Stage 
1 = Single Stage 
2 =Two Stage 
3 = Three Stage 
4 = Four Stage 
5 = Five Stage 

Position No. 5 Available Pump Materials 

A= 316SS 

Position No. 6 Impeller Diameter 
S = Standard Impeller 
A= 3.44" 
B = 3.06" 
C = 4.15" 

Position No. 7 N = Non-vari"able-Magnetic coupling 

Position No. 8 Inlet Port 
E=1"FNPT 
F = 1½" FNPT 
L = 1" -150 lb. FLANGE 
M = 1½" -150 lb. FLANGE 

Position No. 9 Outlet Port 
D = ¾" FNPT 
E=1"FNPT 
K = ¾" - 150 lb. FLANGE 
L = 1" -150 lb. FLANGE 

Position No. 10 Motor 
Y = Pump and Motor 
N = Pump Wet End Only 

Position No. 11 & 12* Options 
SS = No Options 
AX = Vents and Drains 
MA = 140TC Frame Motor Mounting 
MW = Welded Driven Magnet Assembly 

*Standard mounting arrangement is 56C for CMC and 140 TC for CMH. 

Model 

C H 
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lsochem 
Centrifugal 
Pump Options. 

Pulsafeeder will modify or adapt our 
pumps to meet severe or unusual 
service conditions. Also, we can 
manufacture specialized pumps to 
meet specific application requirements. 
Contact your local lsochem represen­
tative for assistance in determining what 
- if any - modifications you need.

In addition to the many standard 
features offered on the lsochem 
centrifugal pump, the following are 
also available: 

Power Frame Assembly: When NEMA 
C-flanged motors are not available, or
when base mounting is required. The
assembly is equipped with single or
double row·anti-friction bearings.

Flanged Ports: Raised-face 150 lb. 
ANSI flanges are available on the 
suction and discharge ports of the 
CMH and CMG models. 

Vents and Drains: NPT tapped 
connections provide easy and safe 
access for draining or venting product. 



Catalog No. IC00 

lsochem Express Delivers 
The Pumps When You Need Them. 
Pulsafeeder will give you prompt technical service with off-the-shelf solutions to your pumping needs. 

Call you local lsochem representative today for the pumps, parts and service you need. 

A Unit of IDEX Corporation 
Engineered Pump Operations 
2883 Brighton-Henrietta Townline Road 
Rochester, New York 14623 USA 
Telephone: (585) 292-8000 Fax: (585) 424-5619 
http://www.pulsa.com 
Email: pulsa@idexcorp.com 
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